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SHEET 1 OF 1 SHEET

LEFT UP FOR CLARITY)

DOWN TIGHT TO CONDUIT (SHOWN 

DOUBLE QUICK DISCONNECTS ~ PULL 

JUNCTION BOX

EXCEPT NO CABLE TIE IS REQUIRED AT 

APPLICATION FOR FIXED BASE SIMILAR, 

 (TYP.)

BRACKET CABLE ~

OFF POLE AND 

STRIP OUTER JACKET 

5

HAND HOLE

LUMINAIRE POLE

FIXED BASE SIMILAR)

(SLIP BASE SHOWN ~ 

LIGHT STANDARD BASE

HAND HOLE 6" (IN) MIN.

DISCONNECTS TO BE PULLED OUTSIDE 

24" (IN) SLACK REQUIRED TO ALLOW QUICK 

BA

PER CONDUIT TYPE

"" OR "SEE DETAIL "

FOR GROUNDING REQUIREMENTS, SEE STANDARD PLAN J-60.05

TO LUMINAIRE HEAD

POLE AND BRACKET CABLE ~ 

(SLIP BASE SHOWN ~ FIXED BASE SIMILAR)

FOR DOUBLE MAST ARMS

BASE WIRING DETAIL

GROUNDING NUT

BRACKET

ATTACHMENT

CONDUCTOR

ELIMINATE ALL SLACK

6

5

7

HEADS

CABLE ~ TO LUMINAIRE 

POLE AND BRACKET 

LINE

FINISHED GROUND 

DISCONNECTS

CONDUCTOR

DISCONNECTS

CONDUCTOR

10’ - 0" MAX.

5’ - 0" MIN. (PREFERRED)

BRACKET

ATTACHMENT

CONDUCTOR

HOLE

HAND 

HOLE

HAND 

D
R

A
W

N
 B

Y
: 
 F

E
R

N
 L
ID

D
E

L
L

 NUT

 TO GROUNDING

CABLE
POLE AND BRACKET 

CABLE TIE

BEFORE INSTALLING

REMOVE ALL SLACK

CABLE TIE

BEFORE INSTALLING

REMOVE ALL SLACK

END BELL BUSHING

SINGLE OR DOUBLE MAST ARM AS REQUIRED
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